CASTLE TOWN

Product Type
Fiber Composition
Dye Method

Pile Weight
Number of Tufts
Machine Gauge
Primary Backing
Secondary Backing
Tile Size

Pile Height

Total Tile Height
Pile Treatment
Recommended Installation

B

LOOP (L

100% Olefin .

Solution Dyed Susmﬁiﬁgm

850 g/m’ \

?T?Eﬂﬂfm? / Grean Label Plus Certification

1127 s/ Low VOC

Non-Woven v :_”'“f water pollution in fiber produc |
DI 100 Viey! " ietsed matki G WS B
50cmx50em (19.6inx 19.6in) polyuthane instead of vinyl

4.0mm Back ng made from recycled materals
7.0 mm

INVISTA Anti-Soil treatment, Anti-Microbial [Optional]
Quarter Turn or Brick
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PERFORMANCE SPECIFICATION

Wear Classification Heawvy Contract

YOC Emission ASTM D5116-06 <05 mg,f'm i fhour [CRI GLP]
Flammability ASTM D-2859//FF 1-T0//16CFR 14630 Pass 8/8

Critical Radiant Flux ASTM E648-08 Class 1

Static Propensity 150 6356 0.2 kV

Color Fastness AATCC/14 5/5 on Grey Scale
Thermal Resistance 150 8302 Dims KW
Impact Sound Insulation IS0 140-8 Alw 23dB

Sound Absorption Level EN ISD 11454 aw: 0.15[H)
Saoiling Propensity ASTM D 6540-00 4

Dimensional Stability EN 986 < 0.20%

Castor Chair Test DIN 54324 R=24
Smoke Density EN IS0 9239-1:2002 <h50

The above Information s sulmect to modibcaton lor the beneht of lurther improvement. Manufacturing tolerance: $5%
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