


Product Type
Fiber Composition
Dye Method

Pile Weight
Number of Tufts
Machine Gauge
Primary Backing
Secondary Backing
lile Size

Pile Height

Total Tile Height
Pile Treatment
Recommended Installation

LOOP

100% Olefin

Solution Dyed

550 g/m?

208120/m’

110"

Non-Woven

StableShield-100% Vinyl
Wemx50em 196 inx 19.6in)
3.5 mm

6.9 mm

INVISTA Anti-Soil treatment, Anti-Microbial [Optional]
Quarter Turn
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PERFORMANCE SPELIFICATI

Wear Classification Heavy Conltract
VO Emissior ASTM D5116-06 0.5 mglmpF
I-'lammah:h:-.l ASTM D-2B5%//FF 1-T0//1&CFR 1530 F*a-'.:. Bfﬂ

tical Rodiant Flux ASTM E&4B-D8 Clas
"_'-1a{|c Propensity 150 I!C.i'iﬁ 0.2kY
color Fasiness AATC ! 55 on Grey Scale
Thermal Resistance 150 BJEI? Ddm s KW
mpact Sound Insulation 30 140-8 A w Z3dB
Sound Absorption Level EN IS'[J 11654 aw: 0.15[H]
Soiling Propensity ASTM D 6540.00
Dir'nfnsmnal Stability EN ‘?‘Er!- £ 1] %,

lar Chair Test DIN 54374 R=24
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